AKA MOON TRIO TECHNICAL RIDER

Purchaser shall provide the following band equipment at his sole expense and at no cost to the ARTIST.

1. GENERAL

- Electricity: The audio system should be powered via a good separated earthed electricity line.

- Location: the FOH mixing desk should be located in the middle of the theatre. Outboard equipment should be located near the FOH mixer.

2. DIFFUSION

- Ad hoc following the concert room and/or audience.

- Recommended Nexo systems

- 1 ster 1/3 oct.. graph eq. for the front PA 

3. STAGE MONITORING

- Halls more than 300 people:  a foldback monitor

Stage monit. mixing desk should be provided + one skilled stage monitoring engineer

- Halls less than 300 people:
3 separated circuits mixed from monit. stage mixer desk, each circuit corrected by 1/3 oct. eq. located near front desk

R. : in that case the FOH mixer should provide at least 3 pre fade aux + 1 post fade aux

- Min 3 wedges with ad hoc amps.

 Recommended Nexo PS 10

- Distribution: 

circt.  1 drums

circt.  2 bass

circt.  3 Alto sax

4. OUTBOARD EQUIPMENT

- 2 Drawmer compressors 

- 2 ster. rev.: PCM 70/ SPX or equiv.

5. PATCH

Inputs
Sources
Captation
Stand


BD
RE20  or  D112
Very Small + boom


SD up                       
SM57  or  equiv
boom


SD down                  
MD441  or equiv
Small + boom


HH                          
451/391 or equiv.  
boom


TOM1                     
SM57  or equiv
id


TOM2                     
idem
id


TOM3
idem
Id


TOM4
idem
id


O/H L                     
451/391 or equiv.
id


O/H R                     
idem
id


Bass                        
DI BSS



Lead Vox
SM 58
boom


Alto Sx
AKG 409/419



Speech
SM 58
boom

6. BASS BACKLINE

Michel Hatzigeorgiou

Bass Amplifier 

1st choice: Ashdown 

2nd choice: Peavey

3rd choice: GALIEN KRUGER 

No Trace Elliot (!!!)

400W RMS minimum

One 4X10 inch Bass Speaker

7. DRUMS BACKLINE (Stephane Galland)

Brand:


Gretsch (Ayotte – DW – Sonor Designer only)

Sizes:


Toms: 12' 13' 14' 16'. 

Bass drum: 

deep 22' with Evans EQ1 Aquarian coated satin finish drumheads

Snare drum: 

14'x 5,5' Wood shell. Aquarian coated satin finish

Hardware: 

6 cymbal stands (boom stands) and all usual hardware including 

bass drum pedal and low stool.

8. BACKLINE 

1.3 m x 2 m carpet is necessary for the drums (!!!)

1 Lighted music stand for the sax player

3 cotton towels 

3 bottles of non sparkling water on stage
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